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§63.1568

§63.1568 What are my requirements
for HAP emissions from sulfur re-
covery units?

(a) What emission limitations and work
practice standard must I meet? You must:

(1) Meet each emission limitation in
Table 29 of this subpart that applies to
you. If your sulfur recovery unit is sub-
ject to the NSPS for sulfur oxides in
§60.104 of this chapter, you must meet
the emission limitations for NSPS
units. If your sulfur recovery unit isn’t
subject to the NSPS for sulfur oxides,
you can choose from the options in
paragraphs (a)(1)(i) through (ii) of this
section:

(i) You can elect to meet the NSPS
requirements (Option 1); or

(i1) You can elect to meet the total
reduced sulfur (TRS) emission limita-
tion (Option 2).

(2) Meet each operating limit in
Table 30 of this subpart that applies to
you.

Cadj =C

meas

Where:

Caj = pollutant concentration adjusted to
zero percent oxygen, ppm or g/dscm;

Cmeas = pollutant concentration measured on
a dry basis, ppm or g/dscm;

20.9. = 20.9 percent oxygen—~0.0 percent oxy-
gen (defined oxygen correction basis),
percent;

20.9 = oxygen concentration in air, percent;

%0, = oxygen concentration measured on a
dry basis, percent.

(5) Demonstrate initial compliance
with each emission limitation that ap-
plies to you according to Table 33 of
this subpart.

(6) Demonstrate initial compliance
with the work practice standard in
paragraph (a)(3) of this section by sub-
mitting the operation, maintenance,
and monitoring plan to your permit-
ting authority as part of your notifica-
tion of compliance status.

(7) Submit the notification of compli-
ance status containing the results of
the initial compliance demonstration
according to the requirements in
§63.1574.
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(3) Prepare an operation, mainte-
nance, and monitoring plan according
to the requirements in §63.1574(f) and
operate at all times according to the
procedures in the plan.

(b) How do I demonstrate initial compli-
ance with the emission limitations and
work practice standards? You must:

(1) Install, operate, and maintain a
continuous monitoring system accord-
ing to the requirements in §63.1572 and
Table 31 of this subpart.

(2) Conduct each performance test for
a sulfur recovery unit not subject to
the NSPS for sulfur oxides according to
the requirements in §63.1571 and under
the conditions specified in Table 32 of
this subpart.

(3) Establish each site-specific oper-
ating limit in Table 30 of this subpart
that applies to you according to the
procedures in Table 32 of this subpart.

(4) Correct the reduced sulfur sam-
ples to zero percent excess air using
Equation 1 of this section as follows:

(Eq. 1)

(c) How do I demonstrate continuous
compliance with the emission limitations
and work practice standards? You must:

(1) Demonstrate continuous compli-
ance with each emission limitation in
Tables 29 and 30 of this subpart that ap-
plies to you according to the methods
specified in Tables 34 and 35 of this sub-
part.

(2) Demonstrate continuous compli-
ance with the work practice standard
in paragraph (a)(3) of this section by
complying with the procedures in your
operation, maintenance, and moni-
toring plan.

§63.1569 What are my requirements
for HAP emissions from bypass
lines?

(a) What work practice standards must

I meet? (1) You must meet each work

practice standard in Table 36 of this

subpart that applies to you. You can
choose from the four options in para-
graphs (a)(1)(i) through (iv) of this sec-
tion:

(1) You can elect to install an auto-

mated system (Option 1);
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